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M:\STANDARDS\Walls\SOIL NAIL SELF DRILLING.MAN

Structure Name

MIN.
 NA

IL LE
NGT

H ( 
L )

MIN. 6"ø HOLES (TYP.)

CENTRALIZERS 

AS REQUIRED

GROUT (½" MIN. COVER)

COUPLERS SPACED

AT MINIMUM 9'-0" (TYP.)

GROUT (½" MIN. COVER)

NAIL SCHEDULE

L S BAR # DLT

SOLID BARS

SELF-DRILLING

HOLLOW BARS

Þ

NAIL ELEVATIONS AT FACE OF SHOTCRETE FACING

SHALL BE DETERMINED BY THE ENGINEER IN THE FIELD.

THE SOIL NAILS SHALL BE BLACK STEEL REINFORING

BARS. SELF-DRILLING HOLLOW BAR ANCHORS WITH

A MINIMUM CAPACITY OF 45 KIPS MAY BE

SUBSTITUTED IF APPROVED BY THE ENGINEER.

NOTES:

1.  

2.  

NAIL DETAIL

SOLID BAR OPTION

NAIL DETAIL

SELF-DRILLING HOLLOW BAR OPTION

PREFABRICATED

DRAINAGE MAT

PREFABRICATED

DRAINAGE MAT

S = HORIZONTAL SPACING OF NAILS

LEGEND

L = MINIMUM NAIL LENGTH (FT.)

DLT = DESIGN LOAD TRANSFER

(K/FT.)

BAR # = MIN. STEEL BAR SIZE

Þ = NAIL DECLINATION (DEG.)
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